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INTEL INSTALLATION

STEP 4: Move the bracket screw to
the corresponding position according
to the motherboard socket type.

PRODUCT OVERVIEW

1 Back Plate 4 AMD Bracket
2 Bracket Screw 5 Thermal Grease
3Intel Bracket 6 LGA 2011 Backet

M4 thread dedicated
for LGA2011 &

INTEL INSTALLATION

STEP 5: Move the backplate slider to
the corresponding motherboard
socket LGA115X/17XX/1366, if the
motherboard socket is LGA2011 use
the original motherboard backplate.

INTEL INSTALLATION

STEP 1: Please remove the fan
before installing radiator by opening
the buckles pointed by the arrow.

INTEL INSTALLATION

STEP 6: Place the radiator on the
CPU and screw the backplate to the
bracket mount.

INTEL INSTALLATION

STEP 2: Install the bracket mount on
the cooler base and fasten the
Screws.

INTEL INSTALLATION

STEP 7: After installing the fan,
connect the PWM cable to the
CPU-FAN connector of the
motherboard.

Install the fan.

INTEL INSTALLATION

STEP 3: Evenly spread the heatsink
paste on the surface of the CPU and
remove the plastic protection.
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Do not attempt to repair the product yourself, removing the covers
will void the warranty. At the end of the product life please dispose
this product at your local waste collection/recycling centre.

ES

No intente reparar el producto usted mismo, quitar las cubiertas
anulara la garantia. Al final de la vida util del producto, deséchelo en
su centro local de recogida/reciclaje de residuos.

PT

Nao tente reparar o produto vocé mesmo, a remocao das
coberturas anulard a garantia. No final da vida util do produto, por
favor, elimine este produto no seu centro local de recolha/reci-
clagem de residuos.

FR

N'essayez pas de réparer le produit vous-méme, le retrait des
couvercles annule la garantie. A la fin de la vie du produit, veuillez
vous débarrasser de ce produit dans votre centre local de
collecte/recyclage des déchets.

IT

Non tentare di riparare il prodotto da soli, la rimozione delle
coperture annullera la garanzia. Alla fine della vita del prodotto, si
prega di smaltire questo prodotto presso il centro di raccolta/rici-
claggio dei rifiuti locale.

DE

Versuchen Sie nicht, das Produkt selbst zu reparieren; durch
Entfernen der Abdeckungen erlischt die Garantie. Entsorgen Sie das
Produkt am Ende seiner Lebensdauer bei lhrer rtlichen Mullabfuhr.

PL

Nie prébuj samodzielnie naprawia¢ produktu, zdjecie oston
spowoduje utrate gwarancji. Po zakoriczeniu okresu eksploatacji
produktu nalezy go zutylizowa¢ w lokalnym punkcie zbiorki/recyk-
lingu odpadow.

RU

He nbiTaiTecb PEMOHTUPOBaTL U3JENNE CAMOCTOATENBHO, CHATUE
KPbILIEK NPUBEAET K aHHYSIMPOBaHUIO rapaHTuu. Mo OKOHYaHUu
cpoka cnyx6bl NPoAYKTa yTUIN3UPYIATE €r0 B MECTHOM LIEHTPE M0
c6opy / nepepaboTke OTXO[0B.

Declaration of conformity / Declaracion de conformidad /
Déclaration de conformité / Dichiarazione di conformita /
Declaragao de conformidade / Konformitatserklarung www.mars-
gaming.eu/en/conformity
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AMD INSTALLATION AMD INSTALLATION AMD INSTALLATION AMD INSTALLATION AMD INSTALLATION

STEP 1: Please remove the fan STEP 2: Install the AMD bracket STEP 3: Remove the upper bracket STEP 4: Evenly spread the heatsink STEP 5: Move the screw on the
before installing radiator by opening mount on the cooler base and fasten on the AMD motherboard. paste on the surface of the CPU and bracket to the corresponding
the buckles pointed by the arrow. the screws. remove the plastic protection. position according to the

motherboard socket type.
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AMD INSTALLATION AMD INSTALLATION ARGB CONTROL ARGB CONTROL
From Mars Gaming team:
STEP 6: Place the radiator on the STEP 7: After installing the fan, con- LIGHTING LIGHTING W;Vfr;v:)"fr;:::;e";’; ‘:;’ d?y'::iff::ctzzsbee::;';'rsw’; ':::;fhe
CPU and screw the backplate to the nect the PWM cable to the CPU-FAN Connect the ARGB +5V 3pin con- best quality on our peripherals. Thank you for your trust!
bracket mount. connector of the motherboard. nector to the ARGB motherboard / ARE YOU HAPPY WITH
controller connector. Compatible YOUR PURCHASE?
with: Asus Aura Sync, Mystic Light
Sync, RGB Fusion (Aorus) and ARGB YES NO

Install the fan. controllers

Note to user: Check for ARGB com-
patibilities on your motherboard's 1
user manual. Please keep this sheet

for future reference. Visit our website Rate us in your marketplace Please contact our technical
: and share your experience in support service by sending an
www.marsgaming.eu for more info [ ] your social media e-mailto
about your product. N N
o @MarsGaming_ DK support@marsgaming.eu

@ marsgaming
o MarsGamingOfficial
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